









































VIP §X386

Product Sales Guide

Standard Configuration

Version
Model

80286 12.5-MHz CPU card
80386SX 16-MHz CPU card
80386 20-MHz CPU card

82385 cache controller with 16-KB
35ns cache RAM

80287 8-MHz support

80387SX 16-MHz support

80387 20-MHz support

Phoenix BIOS

5-slot backplane
AT-interface floppy controller
AT-interface hard disk controller
one serial port

512-KB of 18-bit system memory

1-MB of 32-bit system memory

memory expansion (max.)

1.44-MB 3-1/2" floppy drive

AT-type 3-1/2" embedded hard drive
(40-MB)

101-key enhanced keyboard
real-time clock

65-watt universal input power supply

*requires ALR RAM-PAK

9401 Jeronimo, Irvine, CA 92718
(714) 581-6770 1(800) 444-4ALR
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VIP X386

Enhanced Configuration - Options

Version
Model

ALR 256-KB memory module
ALR 1-MB memory module
ALR RAM-PAK

80287 8-MHz coprocessor
80387SX 16-MHz coprocessor
80387 20-MHz coprocessor

Hercules-compatible MGA with
parallel printer port

enhanced graphics adapter (EGA) with
parallel printer port

video graphics array (VGA) with
parallel printer port

monochrome monitor
EGA or VGA color monitor
floppy/hard disk controller
tape backup system
network interface card
Ethernet
ARCNET

integrated tilt stand
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ORDERING INFORMATION
VIP SX386

VIP 20386

VIP 12286

Model 10
Model 40

Model 10
Model 40

Model 10
Model 40

$2,395.00
$3,695.00

$2,695.00
$3,995.00

$1,795.00
$3,095.00

Advanced Logic Research

9401 Jeronimo, Irvine, CA 92718
(714) 581-6770 1(800) 444-44ALR



MICROFLEX 7000 COMPETITIVE FEATURES

COMPARISON
MFGR ALR IBM TANDY
Model MICROFLEX PS/2
Model # MC7000 70-A21 5000MC
CPU 80386 80386 80386
Speed (MHz) 25 25 20
Wait States 0 0 0
Co-Processor 80387, WT3167 80387 80387, WT3167
Real Time Clock Yes Yes Yes
BIOS Phoenix ABIOS Phoenix
Standard RAM 2MB (80ns) 2MB (80ns) 2MB (100ns)
Maximum RAM on Board 16MB 8MB 8MB
Cache Memory 128Kb (25ns) 64Kb 32Kb (35ns)
Cache Control 82385 82385 82385
ALR Proprieta Yes No No
Cache Controller
Floppy Drive 1.44, 3.5" 1.44, 3.5" 1.44 , 3.5"
Hard Drive (MB) 120, 300 120 40,80,110,120,140,

170,344

Internal Hard 400, 600 none none
Drive Expansion
Hard Disk Speed <28, <15ms 23ms 15ms
Controller Type ESDI ESDI ESDI,SCSI,ST506
Keyboard 101 101 101
Disk Cache (H/W) 32KB none none
Graphics on Board VGA VGA VGA
Resolution 600 x 800 640 x 480 640 x 480
Serial Port 1 1 1
Parallel Port 1 1 1
Mouse Port 1 1 1
Total Slots 8 3 5
32-bit 3 2 2
16-bit 5 1 3
Operation System MS-DOS MS-DOS MS-DOS
Support 08§/2 0s/2 MS OS/2

XENIX AlX XENIX

AIX

Util/Setup POS POS POS
**Pricing $9,499-$12,499 $11,295 $4,999-$7,398

**Pricing depends on model configuration




ALR 80386SX FEATURE COMPARISON

Features ALR ALR COMPAQ NEC EVEREX
& Options VIP SX386 FlexCache SX386 Deskpro 386s PowermateSX STEP 386 is
CPU 803865X 80386SX 80386SX 80386SX 80386SX
Speed (MHz) 16/8 16 16 16 16
Wait States 0 0 0 0 0
CoProcessor 803878X 803878X 803875X 80387SX 803875X
UpGradable CPU 80386, 20 MHz 80386, 20 MHz none none none
RT Clock & Bat Yes Yes Yes Yes Yes
RAM (Std) 512KB 1 MB 1 MB 2 MB 1 MB
Memory Expansion
on board 8MB 8 MB 1MB 2MB 4MB
Memory Expansion 16 MB 16MB 13MB 16MB 16MB
Memory Cache 16KB 16KB none hone none
Floppy Drive (Std) 1.44MB 1.2MB 1.2MB 1.2MB 1.44 MB
1.44MB, 360KB 1.44MB, 360KB 1.44, 360KB

Disk Drive (Std) 0/40MB 0/40 MB 0/20/40MB 42/140MB 40/80/160 MB
access <28 ms <28 ms < 29/29 ms 28/18ms
Disk Contraller embedded AT MFM embedded AT ST506, ESDI n/a
Tape MB (Opt) 40 MB 40 MB 40/130MB 40MB n/a
Keyboard 101 101 101 101 101
Graphics VGA (opt) VGA (opt) VGA VGA (opt) none
Resolution 600 x 800 600 X 800 640 x 480 640 x 480 none
Serial 1 1 1 1 1
Parallel 0 1 1 1 1
Total Slots 5 6 5 6 8
16-bit 0 1 (CPVU) 1 1 0
8/16 bit 4 5 4 4 6
8-bit 1 0 0 1 2
Dimensions (H X W X L) 7X45X15 6 X15X 17 59X14.8X15.8 6.3 X 16.5 X 16.5 n/a
Operating System (opt.) MS-DOS, 0S/2 MS-DOS, 0S/2 MS-DOS, 0S/2 *MS-DOS,*GW BASIC

XENIX XENIX XENIX *WINDOWS/386 n/a
Setup Utilities Setup Setup Setup Setup Setup
Warranty (months) 12 12 12 12 12
MSRP $2,395 $2,595 $3,799-$4,799 $4,495 *%$3,299

$3,695 $3,799 $5,199 $3,899, **$5,099

* Introductory promotion offer

** 1 MB and 4 MB options available
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FlexCache SX386

e modular design

e 32-bit 16-MHz 803865X
CPU

e 82385 cache controller
with 16-KB cache RAM

¢ 6-slot backplane with in-
tegrated on board I/O

e five 16- or 8-bit expan-
sion slots

e one serial port

e one parallel port

e 1-MB on board memory
expandable to 8-MB;
maximum 16-MB with ex-
pansion card

e high-performance MFM
controller with look-
ahead cache and 40-MB
hard disk drive <28ms
(Model 40)

e Phoenix BIOS

e compatible with industry-
standard hardware and
software

FlexCache SX386 with op-
tional monitor and mouse

FlexCache SX386

The FlexCache SX386 is an extension of ALR’s SX386 product
line. It uses the new 80386SX microprocessor, 82385 cache control-
ler with 16-KB cache RAM, and ALR’s famous FlexCache dual
bus architecture. Another key feature of the FlexCache SX386’s
performance is its two-way set associative cache design. This is bet-
ter than direct mapping at the same cache size. Additionaly, associa-
tive mapping implements the "least recently used" (LRU) algo-
rithm which replaces entries on a LRU basis to improve efficiency
of the hit rate.

A six-slot backplane features the plug-in SX386 CPU card. The sys-
tem backplane houses serial and parallel ports as well as circuitry
for the floppy and hard disk controllers. A 1.2-MB 5-1/4 inch flop-
py disk drive comes standard. So does 1-MB of high-speed RAM,
expandable to 8-MB on board and 16-MB with optional memory
expansion card.

The 6" H x 15" W x 17" D chassis accommodates four internal 5-1/4
or 3-1/2 inch storage devices. An enhanced version comes with a
high-performance MFM controller, look-ahead cache and 40-MB
( <28ms) hard disk drive.

Features Benefits
plugable CPU cards flexible modular design; easily serviced;
easily upgraded

cache memory controller  eliminates wait states 95% of the time;
with 16-KB cache RAM  approximately 35% faster than Compaq’s
and two-way set associative DeskPro 386s

four internal storage allows for maximum configuration

devices flexibility

small footprint 6"Hx 15" Wx 17" D (30% smaller
than typical AT systems)

integrated on board save valuable slots

I/O controllers

front-mounted power easier access
switch

Advanced Logic Research

9401 Jeronimo, Irvine, CA 92718
(714) 581-6770 1(800) 444-4ALR



FlexCache $X386 Product Sales Guide
ALR FlexCache $X386 Architecture
512XB-BM38 B-16 NB 15-81T
16-BIT EXPANSION
ON BOARD WEMORY MENORY
* f
80386 CPU - 82185 e
16 MHz ||  CACHE CONTROLLER VEWORY BLS (=14 WB/SEC MEMORY THROUGH-PUT) ‘
System Clock || 16KB CACHE INDUSTRY
(ISMB/SEC THROUGH-PUT) | B/16 BIT AT BUS (3.5 WB/SEC 1/0 THROUGH- FUT) _ STANDARD
| —I |_| l AT BUS (3MEz)
J 0N BDARD
Flw_mll DIsK OPTIOMAL ALR
B03B7SK CONTROLLER D Hea/z0h L.
BMHz SERML PORT i Pmm lmSll%:ﬂTH ;
ALR'S VIP $¥386 ARCHITECTURE.
NOTE: 52385 CACHE CONTROLLER CAN CACHE FROM O-15KB OF MEMORY.
General CPU/Memory
Performance Using Power Meter Version 1.5, a product of Database Group,

Inc., rating CPU/Memory in Power Meter Performance Index

(PMU).

ALR FlexCache 25386 (25-MHz)
ALR FlexCache 20386 (20-MHz)
Compaq DeskPro 386/20 (20-MHz)

ALR FlexCache SX386 (16-MHz)
Compaq Portable 386 (20-MHz)
IBM PS/2 Model 80-071 (16-MHz)
Compaq DeskPro 386s (16-MHz)
NEC PowerMate SX (16-MHz)

ALR FlexCache 25386 (25-MHz)
ALR FlexCache 20386 (20-MHz)
ALR FlexCache SX386 (16-MHz)
NEC PowerMate SX (16-MHz)

Compaq DeskPro 386s (16-MHz)

700 PMU
558 PMU
552 PMU

394 PMU
369 PMU
308 PMU
243 PMU
238 PMU

5.98 MIPS
4.71 MIPS
3.42 MIPS
2.53 MIPS
2.49 MIPS

9401 Jeronimo, Irvine, CA 92718
(714) 581-6770 1(800) 444-4ALR
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FlexCache SX386

TECHNICAL SPECIFICATIONS

Processor
Coprocessor (optional)

Memory

Expansion Slots

Storage Devices

Hard Disk Controller

1/O Ports

Physical Dimensions
Weight

Power Supply

AC Input
DC Output

Temperature
Humidity

Altitude

Intel 32-bit 80386SX CPU with 16-MHz processor clock
Intel 80387SX support with 16-MHz

1-MB of RAM expandable to 8-MB on the main system board; up
to 16-MB with optional expansion memory card

Five industry-standard PC/AT-compatible slots consisting of one 8-
bit and four 16-bit slots

1.2-MB 5-1/4 inch floppy disk drive
40-MB <28 ms hard disk drive (Model 40)

high-performance 1:1 interleave MFM controller with look-ahead
cache (Model 40)

one serial port and one parallel port
6"Hx15"Wx17"D

35 Ibs. (max.)

150 watts

110 or 220 Volts

42A @ +12V =£5%

3A (max.) @ -12V = 10%

18A (max.) @ 5V +5%

3A (max.) @ -5V =10%

0 to 40 degrees C

0 to 90% non-condensing

8,000 feet

Advanced Logic Research

9401 Jeronimo, Irvine, CA 92718
(714) 581-6770 1(800) 444-44ALR



MicroFiex 7000

Product Sales Guide

e IBM® PS/2™-com-
patible Micro Channel
32-bit architecture

e Phoenix BIOS

e 80386 32-bit CPU with
25-MHz system clock

e ALR proprietary 128-bit
"pre-fetch" cache 128-KB
25ns static RAM cache

e optional 80387 or Weitek
3167 coprocessor

e 2-MB of 128-bit 80ns
dynamic RAM expan-
dable to 16-MB

e automatic memory con-
figuration upon power-up

e up to S internal
peripheral devices

e cight slot expansion:
three 32-bit and five 16-
bit slots

e shock-mounted 120-MB
(<28ms) or 300-MB
(< 16ms) hard disk

e 1.44-MB 3-1/2 inch floppy

e 1:1 interleave ESDI hard
disk controller with up to
32-KB look-ahead cache
and up to 1.815 KB/sec
transfer rate

e 16-bit VGA on board

e one serial, parallel,
mouse, and keyboard
ports

e rugged floor standing sys-
tem with easy access to
peripherals

e dual fan for system
reliability

MicroFlex 7000

The MicroFlex 7000 is ALR’s IBM PS/2-compatible Micro Chan-
nel-based system. It enhances IBM’s PS/2 series by providing a 32-
bit 80386 25-MHz processor with the enhanced ALR proprietary
memory architecture of a wider cache bus and larger cache size. Its
design is based on a 128-bit bus and 128-KB of 25ns static cache
memory on the system. On board sockets are also available for
Intel®’s 80387 or Weitek’s 3167 coprocessor.

Features Benefits

IBM PS/2-compatible
Micro Channel bus
architecture

32-bit I/O bus with DMA operation;
allows multiple intelligent I/O processors
to run simultaneously

32-bit 25-MHz 80386 CPU 25% faster than standard 20-MHz
systems

128-bit 128-KB pre-fetch
cache

each access results in a 128-bit RAM
access to the 128-KB cache; offers more
efficient memory management for multi-
user, multi-tasking environments; supports
current 8-, 16-, and 32-bit software

fast ESDI disk controller . 50% faster than standard ESDI disk
with up to 32-bit cache and controller
speed of up to 1.875 KB/sec

up to 600-MB internal
disk storage; over 2-GB
external disk storage

perfect for large multi-user/network
applications

up to 16-MB of 32-bit
80ns static RAM on
system board

large memory capacity assures future
investment in software operating systems
(requiring large amounts of memory) and
applications; no memory expansion card
necessary

enhanced 16-bit VGA
on board

provides up to 800 x 600 graphics
resolution

8-slot expansion upward expandability through IBM PS/2-
compatible expansion slots

3-1/2 inch 1.44-MB floppy -
disk drive

PS/2-compatible; allows more data
storage per floppy

Advanced Logic Research

9401 Jeronimo, Irvine, CA 92718
(714) 581-6770 1(800) 444-44L.R



MicroFlex 7000

Product Sales Guide

TECHNICAL SPECIFICATIONS

Processor
Cache
Coprocessor (optional)

Memory

Video

I/O Interface

Expansion Slots

Storage Devices
Standard

Optional

Hard Disk Controller

Physical Dimensions
Weight
Power Supply

AC Input
DC Output

Temperature
Humidity

Altitude

Intel 32-bit 80386 CPU with 25-MHz system clock
ALR proprietary "pre-fetch" 128-KB 25ns static RAM cache
Intel 80387 or Weitek 3167 support with 25-MHz system clock

2-MB of 32-bit 80ns RAM expandable to 16-MB on the system
board (IBM™-compatible SIMMs)

On board VGA supporting 16-bit 800 x 600 graphics resolution
with connectors; supports both multi-sync and VGA monitors

One mouse port, one serial port, one parallel port

IBM-compatible Micro Channel slots consisting of three 32-bit
and five 16-bit slots

1.44-MB 3-1/2 inch floppy disk drive
120-MB <28 ms (Model 7000-120A21)
300-MB < 16 ms (Model 7000-300A21)

1.2-MB 5-1/4 inch floppy disk drive, 150-MB streamer tape, 120-
MB < 28ms fixed disk drive, 300/600-MB < 16 ms fixed disk drive

1:1 interleave ESDI controller up to 32-KB cache and transfer rate
of up to 1.875 KB/sec

175"Dx23"Hx74"W
70 Ibs. (max.)

200 watts

110-VAC or 230 VAC
20A @ 5V

73A @ 12V

SA @ -5V
SA @-12V

0to 40 degrees C
0 to 90% non-condensing

8,000 feet

MicroFlex 7000 with optional monitor

9401 Jeronimo, Irvine, CA 92718
(714) 581-6770 1(800) 444-4ALR

Advanced Logic Research
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DXlan

ALR DOS-XENIX-LAN (DXlan)

Multi-User
XENIX/UNIX & DOS
Networking Solution

e Colorgraphics MS/PC-
DOS workstations use
multi-user XENIX sys-
tem as a file server

e allows MS/PC-DOS com-
mands for accessing
remote XENIX hosts
through NETBIOS and
LAN Manager

e Telnet - terminal emula-
tion into XENIX system
using TCP/IP

e FTP - file transfer be-
tween multi-brand sys-
tems supporting TCP/IP

e climinates the need for a
gateway between users
and network resources

e supports SMB, Advanced
NetWare, and LAN
Manager servers

e compatible with window-
ing software such as
Desqview

e IEEE 802.3 Ethernet
standard

e high-performance 10
Mbit/sec transfer rate

e ALR’s quality and service

itost of Sal

1Salling Gonoral & Mnimivtretion
iwterest Expense

Total Reverne

{Link:

Windows-compatible

DXlan is a unique high-speed (10 Mbit/sec), cost-effective Ethernet solution that
connects MS/PC-DOS workstations to a multi-user SCO XENIX system. MS/PC-
DOS workstations can now access the SCO XENIX multi-user host as a fileser-
ver by using simple DOS commands (for example, dir, copy, rename). The same
MS/PC-DOS workstations can access an optional Novell server. Thus, DXlan
brings the best of LAN and XENIX multi-user solutions together for total con-
nectivity, With the Ethernet network, connectivity to other mini-computers and
mainframes is also available.

The LAN hardware is an IEEE 802.3 Ethernet standard. It operates at 10
Mbit/sec using CSMA/CD protocol. It has a maximum distance of 1000 fect when
used without repeaters. The card has a DB-15 connector for external transceiver
and BNC connector using the on-board transceiver for direct connection with an
RG-358 coax cable. For the SCO UNIX host, ALR offers an intelligent Ethernet
card. This card has a 16-bit 80186 CPU and 256K buffers to satisfy the high traffic
load of a server. For the DOS workstation, ALR offers a cost-ellective, 8K buf-
fered, shared memory Ethernet card.

ALR offers a full range of LAN software support that covers the entire ISO/OSI
model. ALR offers TCP/IP for the link, network and transport layers, and NET-
BIOS for the session layer. At the presentation layer, ALR offers SCO XENIX-
NET to provide file-and-resource sharing for the multi-user host. For the DOS
workstation, ALR offers an MS-NET compatible LAN Manager. This allows a
DOS command to access a remote multi-user host acting as a file server. Option-
al software such as Telnet and FTP help expand the functionality of the DOS
workstation. Telnet provides terminal emulation to other hosts that support
TCP/TP. FTP provides file transfer capability between heterogencous computer
systems that support TCP/IP ranging from mini-computer to mainframes.

ALR’s DXlan works with other ALR products to provide a complete connectivity
solution. Users can choose from ALR’s 20386X and 25386X SCO UNIX plat-
form, Genesys NOVELL server, and workstations from its many personal com-
puters such as the DART, Flexnode, and 386s.

XENIX Multi-user Host

SRS
[y

Xlan-10Mbps Ethernet -

To other computers
[

Al
| RoREEY

FlexNode 386
W/LAN MGR
(Lotus 123)
==

Color graphics-MsDos/PCDos workstations,$585 per connection on the workstation,

20386 DT
[Teinet
(Xenix terminal)

Advanced Logic Research

9401 Jeronimo, Irvine, CA 92718
(714) 581-6770 1(800) 444-44LR




DXlan Product Sales Guide
1SOIGSI Model PC
_ Applicelions FTP: File transfer software
Applicatise —_— Telnet: Terminal emulation
T Hhdiitadior SCO XENIX-NET: provide file and resource sharing
r e MS-NET: LAN manager function for DOS workstations
Full IBM HETBIOS Emulation
s o5 orer | NETBIOS: DOS file access support over the network
L4 o PCIrlBus :)
Transport
TCPIP
Helwark Protocol
TCP: Data packets processing
link
“ IP: address resolution
Physical
{}  Ethemnet 3} i )] . . .
Ethernet card: intelligent version for server; standard
version for workstations
Multi-User SCO XENIX HOST ALR MS-DOS Workstation
LAN Hardware: high-performance intelligent Ethernet card Cost-effective buffered Ethernet card
LAN Software: TCP/IP w/ NETBIOS for SCO UNIX TCP/IP with NETBIOS for MS-DOS
Telnet Telnet for MS-DOS
FTP FTP for MS-DOS
SCO XENIX-NET v 1.2 MS-NET compatible LAN Manager
Other Software Required:
SCO UNIX/386v2.2 MS-DOS or PC-DOS 2.0 or later
Optional Software: None Desqview for multi-windowing

Suggested Computer System:
ALR 20386X and 25386X

ALR DART, FlexNode, 386s

Starter Package:

Other Required Software::

Optional Software:

Ordering Information

Suggested List Price

One server kit: intelligent Ethernet card with TCP/IP,

FTP, Telnet and XENIX/NET 386 for SCO XENIX/386 $2,160.00
One workstation kit: Ethernet card with TCP/IP for MS-DOS $ 595.00
SCO XENIX 386 v2.2 $ 695.00
SCO XENIX-NET/386 v1.2 (single server license) $ 695.00
MS-DOS/PC-DOS 2.0 and above ’ $ 125.00
Telnet and FTP for MS-DOS/PC-DOS $ 75.00

For additional workstation or fileserver, the workstation kit and server kit can be purchased separately, as needed.

Desqview is a registered trademark of Quarterdeck, Inc. MS, MS-DOS, and XENIX are trademarks of Microsoft, Inc. NetWare is a registered
trademark of Novell, Inc. SMB is a trademark of Syntax Systems, Inc. SCO XENIX is a trademark of Santa Cruz Operation, Inc. UNIX is a registered
trademark of AT&T Bell Labs. DART, DXlan, FlexiNode, 386s are trademarks of Advanced Logic Research.

9401 Jeronimo, Irvine, CA 92718
(714) 581-6770 1(800) 444-4ALR
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ALR DXlan - VP/IX Comparison

| Feature

ALR DXlan

Phoenix VP/IX

Processing

User System
Performance (speed)
Graphics Support

Memory Requirement
Per User

Maximum Number
of Users

Overall System
Performance (degrading
with increasing number
of users)

Compatibility with
PC Software

Connectivity to Other
Systems (DEC, I1BM, HP)

Can co-exist on the same
network as Novell, using
TCP/IP

(Novell compatible)

Cost Per User

Distributed (multiple processor) Single processor

Any PC or PC/AT

10 Mbit/sec

Yes

512-KB

< 20 (limited only by Ethernet
specification)

Minimum

More
Yes

Yes

$595

Terminal
9.6 Kbit/sec
No

1-MB/session
on the host

>10 (due to
performance penalty)

Fast

Less

No

. No

More
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